


















Rear Unit Front

A B C D
A B C D

Model *Height *Width *Length **Weight Furnace Output
Inches Inches Inches Lbs MBtuh Lbs Lbs Lbs Lbs Inches Inches Inches Inches

0060 81 63 241 5,650 200,240,280,320 366 1,429 668 363 0 86 173 241
0080 81 63 241 5,850 200,240,280,320 379 1,516 667 363 0 86 173 241
0100 81 63 241 5,900 200,240,280,320 386 1,535 667 363 0 86 173 241

0100 91 95 263 8,250 240,280,320,360,400,480,560,640 528 2,025 1,028 543 0 92 185 263
0120 91 95 263 8,500 240,280,320,360,400,480,560,640 537 2,133 1,037 543 0 92 185 263

91 95 263 8,700 240,280,320,360,400,480,560,640 528 2,183 1,095 543 0 92 185 263
91 95 286 10,700 850,1000 528 2,183 1,507 1,132 0 92 185 286
91 95 263 8,800 240,280,320,360,400,480,560,640 540 2,219 1,097 543 0 92 185 263
91 95 286 10,800 850,1000 540 2,219 1,510 1,132 0 92 185 286

102 95 328 11,000 240,280,320,360,400,480,560,640 695 2,915 1,310 580 0 125 249 328
102 95 351 13,350 850,1000 695 2,915 1,634 1,431 0 125 249 351
102 95 328 11,650 280,320,360,400,480,560,640 746 3,157 1,343 580 0 125 249 328
102 95 351 14,000 850,1000 746 3,157 1,666 1,431 0 125 249 351
102 95 328 11,950 360,400,480,560,640 738 3,289 1,368 580 0 125 249 328
102 95 351 14,300 850,1000 738 3,289 1,691 1,431 0 125 249 351
102 95 328 12,250 360,400,480,560,640 751 3,434 1,360 580 0 125 249 328
102 95 351 14,600 850,1000 751 3,434 1,684 1,431 0 125 249 351
102 95 328 12,750 560,640 736 3,642 1,417 580 0 125 249 328
102 95 351 15,100 850,1000 736 3,642 1,741 1,431 0 125 249 351
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++4 supports each side Distance from Rear

***SE - Overall Dimensions and Weight Furnace Front Supply

+Weight per support

Rear Unit Front

A B C D
A B C D

Model *Height *Width *Length **Weight Furnace Output
Inches Inches Inches Lbs MBtuh Lbs Lbs Lbs Lbs Inches Inches Inches Inches

0060 81 63 269 6,100 200,240,280,320 366 1,429 804 451 0 86 173 269
0080 81 63 269 6,300 200,240,280,320 379 1,516 803 451 0 86 173 269
0100 81 63 269 6,350 200,240,280,320 386 1,535 803 451 0 86 173 269

0100 91 95 303 9,150 240,280,320,360,400,480,560,640 528 2,025 1,295 726 0 92 185 303
0120 91 95 303 9,400 240,280,320,360,400,480,560,640 537 2,133 1,304 726 0 92 185 303

91 95 303 9,600 240,280,320,360,400,480,560,640 528 2,183 1,362 726 0 92 185 303
91 95 326 11,500 850,1000 528 2,183 1,665 1,374 0 92 185 326
91 95 303 9,700 240,280,320,360,400,480,560,640 540 2,219 1,364 726 0 92 185 303
91 95 326 11,600 850,1000 540 2,219 1,667 1,374 0 92 185 326

102 95 367 11,950 240,280,320,360,400,480,560,640 695 2,915 1,585 780 0 125 249 367
102 95 381 14,150 850,1000 695 2,915 1,913 1,552 0 125 249 381
102 95 367 12,600 280,320,360,400,480,560,640 746 3,157 1,617 780 0 125 249 367
102 95 381 14,800 850,1000 746 3,157 1,946 1,552 0 125 249 381
102 95 367 12,900 360,400,480,560,640 738 3,289 1,642 780 0 125 249 367
102 95 381 15,100 850,1000 738 3,289 1,971 1,552 0 125 249 381
102 95 367 13,200 360,400,480,560,640 751 3,434 1,635 780 0 125 249 367
102 95 381 15,400 850,1000 751 3,434 1,963 1,552 0 125 249 381
102 95 367 13,700 560,640 736 3,642 1,692 780 0 125 249 367
102 95 381 15,900 850,1000 736 3,642 2,020 1,552 0 125 249 381

** Weight calculated with largest fans, motors and 2-row hot water coil.  Actual unit weight may vary.
*** SE units equipped with Heat Recovery option - See SEP weights and dimensions.

++ Support loads are shown for each side of the unit.  There are 6 total support points.
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* All Dimensions are rounded to the nearest Inch -- Contact factory for exact dimensions

+ Point support loads calculated using weight shown.  Actual support loads may vary.
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***SE - Overall Dimensions and Weight Furnace Top/Bottom Supply

+Weight per support

8

Airflow

Airflow



Airflow

Rear Unit Front

A B C
A B C

Model *Height *Width *Length **Weight
Inches Inches Inches Lbs Lbs Lbs Lbs Inches Inches Inches

0060 6,000 518 2,000 482
0080 6,300 528 2,136 486
0100 6,350 532 2,156 486

0100 8,500 705 2,661 885
0120 8,800 709 2,772 919
0140 9,000 697 2,829 973
0190 9,100 704 2,871 975

0140 11,900 978 3,769 1,203
0190 12,600 985 4,034 1,281
0220 12,900 975 4,150 1,325
0260 13,400 998 4,367 1,335
0300 13,900 982 4,544 1,424

** Weight calculated with largest fans, motors and 2-row hot water coil.  Actual unit weight may vary.
*** SE units equipped with heat recovery option are equal to weights and dimensions of SEP units.

* All Dimensions are rounded to the nearest Inch -- Contact factory for exact dimensions

+ Point support loads calculated using weight shown.  Actual support loads may vary.

++ Support loads are shown for each side of the unit.  There are 6 total support points.
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C Cabinet

102 95 333 0 166 333

B Cabinet

91 95 258 0 129 258

Distance from Rear

A Cabinet

81 63 245 0 122 245

***SEP - Overall Dimensions and Weight  No Furnace

+Weight per support
++3 supports each side



Airflow

Rear Unit Front

A B C D
A B C D

Model *Height *Width *Length **Weight Furnace Output
Inches Inches Inches Lbs MBtuh Lbs Lbs Lbs Lbs Inches Inches Inches Inches

0060 81 63 313 7,200 200,240,280,320 517 1,952 768 363 0 122 245 313
0080 81 63 313 7,450 200,240,280,320 529 2,061 773 363 0 122 245 313
0100 81 63 313 7,500 200,240,280,320 533 2,081 773 363 0 122 245 313

0100 91 95 336 10,350 240,280,320,360,400,480,560,640 715 2,590 1,326 543 0 129 258 336
0120 91 95 336 10,600 240,280,320,360,400,480,560,640 720 2,682 1,355 543 0 129 258 336

91 95 336 10,800 240,280,320,360,400,480,560,640 708 2,742 1,407 543 0 129 258 336
91 95 359 12,800 850,1000 708 2,742 1,819 1,132 0 129 258 359
91 95 336 10,900 240,280,320,360,400,480,560,640 715 2,783 1,408 543 0 129 258 336
91 95 359 12,900 850,1000 715 2,783 1,820 1,132 0 129 258 359

102 95 412 13,800 240,280,320,360,400,480,560,640 989 3,662 1,669 580 0 166 333 412
102 95 435 16,150 850,1000 989 3,662 1,993 1,431 0 166 333 435
102 95 412 14,450 280,320,360,400,480,560,640 1,001 3,902 1,742 580 0 166 333 412
102 95 435 16,800 850,1000 1,001 3,902 2,066 1,431 0 166 333 435
102 95 412 14,850 360,400,480,560,640 1,000 4,052 1,793 580 0 166 333 412
102 95 435 17,200 850,1000 1,000 4,052 2,117 1,431 0 166 333 435
102 95 412 15,150 360,400,480,560,640 1,015 4,193 1,787 580 0 166 333 412
102 95 435 17,500 850,1000 1,015 4,193 2,111 1,431 0 166 333 435
102 95 412 15,650 560,640 998 4,375 1,872 580 0 166 333 412
102 95 435 18,000 850,1000 998 4,375 2,196 1,431 0 166 333 435

** Weight calculated with largest fans, motors and 2-row hot water coil.  Actual unit weight may vary.
*** SE units equipped with heat recovery option are equal to weights and dimensions of SEP units.

++ Support loads are shown for each side of the unit.  There are 6 total support points.
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* All Dimensions are rounded to the nearest Inch -- Contact factory for exact dimensions

+ Point support loads calculated using weight shown.  Actual support loads may vary.
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***SEP - Overall Dimensions and Weight Furnace Front Supply

+Weight per support

Airflow

Rear Unit Front

A B C D
A B C D

Model *Height *Width *Length **Weight Furnace Output
Inches Inches Inches Lbs MBtuh Lbs Lbs Lbs Lbs Inches Inches Inches Inches

0060 81 63 341 7,650 200,240,280,320 517 1,952 904 451 0 122 245 341
0080 81 63 341 7,900 200,240,280,320 529 2,061 909 451 0 122 245 341
0100 81 63 341 7,950 200,240,280,320 533 2,081 909 451 0 122 245 341

0100 91 95 376 11,250 240,280,320,360,400,480,560,640 715 2,590 1,593 726 0 129 258 376
0120 91 95 376 11,500 240,280,320,360,400,480,560,640 720 2,682 1,622 726 0 129 258 376

91 95 376 11,700 240,280,320,360,400,480,560,640 708 2,742 1,673 726 0 129 258 376
91 95 390 13,600 850,1000 708 2,742 1,976 1,374 0 129 258 390
91 95 376 11,800 240,280,320,360,400,480,560,640 715 2,783 1,675 726 0 129 258 376
91 95 390 13,700 850,1000 715 2,783 1,978 1,374 0 129 258 390

102 95 448 14,750 240,280,320,360,400,480,560,640 989 3,662 1,944 780 0 166 333 448
102 95 465 16,950 850,1000 989 3,662 2,272 1,552 0 166 333 465
102 95 448 15,400 280,320,360,400,480,560,640 1,001 3,902 2,017 780 0 166 333 448
102 95 465 17,600 850,1000 1,001 3,902 2,345 1,552 0 166 333 465
102 95 448 15,800 360,400,480,560,640 1,000 4,052 2,067 780 0 166 333 448
102 95 465 18,000 850,1000 1,000 4,052 2,396 1,552 0 166 333 465
102 95 448 16,100 360,400,480,560,640 1,015 4,193 2,062 780 0 166 333 448
102 95 465 18,300 850,1000 1,015 4,193 2,390 1,552 0 166 333 465
102 95 448 16,600 560,640 998 4,375 2,146 780 0 166 333 448
102 95 465 18,800 850,1000 998 4,375 2,475 1,552 0 166 333 465

** Weight calculated with largest fans, motors and 2-row hot water coil.  Actual unit weight may vary.
*** SE units equipped with heat recovery option are equal to weights and dimensions of SEP units.

++ Support loads are shown for each side of the unit.  There are 6 total support points.
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* All Dimensions are rounded to the nearest Inch -- Contact factory for exact dimensions

+ Point support loads calculated using weight shown.  Actual support loads may vary.
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***SEP - Overall Dimensions and Weight Furnace Top/Bottom Supply

+Weight per support




